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Getting Technical

	Ceiling Height
	Main Convention Hall:  7.2m (23.5 ft) to ceiling structure

Lobby:  3.7m (12 ft) to 7.2m (23.5 ft)



	Climate Control
	Year-round



	Coat Check
	One permanent location in main lobby.  Portable coat racks are available on demand.

	Elevators
	Passenger Elevator:

· Parking lot to main & upper lobby levels 

· Capacity: 1,200 kg (2,640 lb)

· Dimensions: 1.6m (5') deep X 2.1m (7') wide X 2.7m (9') high

Freight Elevator:

· Parking lot to main Convention Hall and upper level meeting rooms in north west corner of facility

· Capacity: 2,045 kg (5390 lb)

· Dimensions:1.7m (5.5') deep X 2.4m (8') wide X 2.7m (9') high



	Exhibit Space
	Main Convention Hall

· 16,000 sq. ft.

· (29m (94') wide x 52m (170') long)

· 70 (10 X 10) booths 1500 reception style
Lobby

· 2,500 sq. ft. (approximate)

· 9 (6 X 10) booths 400 people reception style
· 

	Floor Load & Type
	Convention Hall: 100 lbs. per sq. ft. (carpeted floor)

Lobby: 100 lbs. per sq. ft. (carpeted floor)



	Food & Beverage
	St. John’s Convention Centre’s catering management company, Delta St. John’s Hotel, shall be the sole operator of all food and beverage service within the St. John’s Convention Centre.



	Lighting
	Convention Hall: 50 foot-candles (FC) fluorescent tubing in two banks (one bank features adjustable settings)

Front Lobby: 50 FC fluorescent tubing with local zone controls




	Loading Area
	Two loading doors in the Convention Centre

· Lower parking level with direct access to freight elevator: (Dimensions: 3.0m (9' 11") wide X 2.9m (9' 10") high)

· Convention Hall floor from New Gower Street entrance: (Dimensions: 2.5m (7' 10") wide X 2.75m (9' 1") high). 



	Meeting Rooms
	Two meeting rooms (1,100 sq. ft. each) on upper level equipped with electrical, internet/data port hook-ups and PA/sound system. 



	Parking
	Lower parking level: 15 parking spaces (based on availability). Over 1,500 parking spaces within a 15 minute walk of the Centre.



	Physically Challenged
	Assistive Listening System with twelve (12) headsets. Two elevators servicing all levels; street level access to main doors and fully accessible washrooms.



	Power / Internet & Telephone Service
	Convention Hall (Trade Show, Exhibition, Concert, etc.):

· 1 (100 Amp) and 1 (200 Amp) outlet for show power

· 6 wall-mounted (15 Amp) duplex receptacles

· 0 floor-mounted outlets containing 8 (15 Amp) duplex receptacles and 6 high speed data/voice telephone outlets

· 7 wall-mounted outlets containing 4 (15 Amp) duplex receptacles and 6 high speed data/voice telephone outlets
Convention Centre (Daily Use):

23 wall-mounted outlets containing 2 (15 Amp) duplex receptacles installed throughout the Centre.

Main Lobby:

4 wall-mounted outlets containing 4 (15 Amp) duplex receptacles and 6 high speed data/voice receptacles.

Upper Lobby (Upper Level):

1 wall-mounted outlet containing 4 (15 Amp) duplex receptacles and 6 high speed data/voice receptacles.

Meeting Rooms (Upper Level):

4 wall-mounted outlets containing 4 (15 Amp) duplex receptacles and 6 high speed data/voice receptacles.



	Public Address System
	Convention Hall:  4 control panels featuring 15 (32 watt) speakers.
Meeting Rooms:  2 control panels featuring 12 (8 watt) speakers.

Control Box in administrative offices directs all speakers throughout the Centre.



	Registration Desk
	Located within the coat check area and equipped with high speed data/voice receptacles. Portable registration desk(s) on demand.



	Sound System
	Marantz, Yamaha and TOA sound system featuring cassette, CD, mixer and microphone equipment.

	Stage
Information
	Light-weight portable 6 X 8 ft. panels from heights of 12"- 24".All ramps and sections snap together. Risers of 12" heights are also available. Drapery available for all sections.
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